
PERSONAL PROTECTIVE EQUIPMENT (PPE) 

 

 

EERA’s issued for Engines, Water Tenders and Water Trucks are required to provide the 

following Personal Protective Equipment.  All PPE shall be in operable condition and shall 

be maintained in good repair throughout the duration of any assignment.  There will be NO 

Permanent Clothing Exchange.  All personnel shall be wearing PPE including boots, 

upon arrival at an incident. 

 

PPE must be in good repair at the time of Inspection. 

 

 

Required Compliment: 

 

Equipment Description Check 

Boots All leather, lace-up type, minimum 8 inches high with lug type sole in 

good condition (Steel toe boots are unacceptable) 

 

Hardhat Plastic, Class B. ANSI Z89.1, 1986, OSHA approved, with chinstrap.  

Hardhat must also meet National Fire Protection Association 

Standard 1977, 1998 Edition 

 

Gloves One pair heavy-duty leather per person  

Eye Protection One pair per person (meets standards ANSI 287, latest edition)  

Head Lamp One lamp per person with batteries and attachment for hardhat.  

Canteen One quart size, two person required, four per person recommended 

(filled prior to arrival at Incident) 

 

Fire Shelter One serviceable shelter per person.  National Fire protection 

Association (NFPA) Approved 

 

Flame 

Resistant 

Clothing 

Shirt and trousers for routine fireline duties, flame resistant clothing 

must: 

1) Self-extinguish upon removal from heat source 

2) Act as effective thermal barrier by minimizing conductive 

heat transfer. 

3) Not melt or shrink to any appreciable degree upon 

decomposition during exposure to a high heat source 

4) Be manufactured from flame retardant treated (FRT) cotton, 

FRT rayon, FRT wool, aramid (Nomex), or other similar 

fabric 

 

 

(Attachment to the Vehicle/Heavy Equipment Safety Inspection Checklist OF-296) 
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